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AIRSIDE CONNECTOR
PART # INCLUDED
AO4A7T-1-W YES
AO47 1-4-W NO
NOTE: VT U

1. SHIELD: GROUNDED

2. VOLTAGE: 500 VOLIS DC

3. CURRENT: 3 AMPS

4. TEMPERATURE RATING: -200 TO 450°C (FEEDTHROUGH), 65 TO 165°C ( AIRSIDE CONNECTOR)
5. IMPEDANCE: NON-CONSTANT

BNC Coaxial Feedthrough, 1 Pin, Grounded Shield, Double Ended, 0.745" Dia SS Weld Adapter, UHV Compatible

TOLERANCES:

ANGULAR: MACH+1/2°
TWO PLACE DECIMAL  + .030
THREE PLACE DECIMAL + .015
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UNLESS OTHERWISE SPECIFIED:

ALL DIAMETERS CONCENTRIC WITHIN .005.
REMOVE ALL BURRS AND SHARP EDGES

A0471  BNC

REV

Monday, January 21, 2019 8:46:11 AM

PROPRIETARY AND CONFIDENTIAL: THE INFORMATION CONTAINED IN THIS DRAWING IS THE SOLE PROPERTY OF MPF PRODUCTS INC. ANY REPRODUCTION IN PART OR AS A WHOLE WITHOUT THE WRITTEN PERMISSION OF MPF PRODUCTS INC. IS PROHIBITED. SHEET 1 OF 1




	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3
	Drawing View4


