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® .40
2X 1/4-36 THREAD
304 STAINLESS

STEEL FLANGE

AIRSIDE CONNECTOR

PART # INCLUDED

A2127-1-QF YES

A2127-2-QF NO
I]\IOSTE”ELD GROUNDED UNLESS OTHERWISE SPECIFIED: | QUOTATION # N/A
2. VOLTAGE: 700 VOLTS DC OLRANCES, o T e oS M

CHECKED 9/11/2015 :
3. CURRENT: T AMP ANGULAR: MACH: 1/2° - [BvG apei| Wi [ on1/zos SMA COAXIAL
4. TEMPERATURE RATING: -200 TO 450°C (FEEDTHROUGH), -65 TO 165°C ( AIRSIDE CONNECTOR) THREE PLACE DECIMAL + 015 [THIRD ANGLE: ]FglEETgRRgtdﬁB,E gosall-ém),
5. IMPEDANCE: 50 OHM ) ] |TPIN, GROUNDED SHIELD,
NEXTASSYAPPUCAT'O'\:JSED ON QF/KF
DOWNLOADED FROM MPFPI.COM
F|N|SH SURFACE FINISH: \(,}m DWG NO REV

SMA Coaxial Feedthrough, 50 Ohm 1 Pin, Grounded Shield, Double Ended, 1.18" QF/KF, UHV Compatible et a2
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